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PHARMACY PARCEL & STORAGE

GIANT 100

BIG ON STYLE & PERFORMANCE -
SMALL & POWERFUL

GIANT 100 IS THE NEW 3"
THERMAL PRINTER, DISTINCTIVE
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- N S — INIT'S SMALL SIZE, YET HAS
' \‘“‘“\‘W\ B B THE FEATURES & SPEED OF
e m\—“—— MUCH BIGGER 3" PRINTERS.
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THE GIANT 100 IS A SIGNATURE MODEL,
ONE DAY ALL PRINTERS WILL LOOK
LIKE THIS.

FASTER SPEED 250MM/SEC.

COMPACT SIZE & SMALLER FOOTPRINT.
MULTIPLE INTERFACE (3 COMBO)

USB + SERIAL + ETHERNET.

TOOL-LESS DESIGN.

JAM FREE AUTO CUTTER.

AVAILABLE IN BLACK OR WHITE.
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~ e/ The Sam4s Giant 100 is PRINTER!
3 RECEIPT available in 2 colours y
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Black or Chic White. NERGY STAR
The Giant 100 has a wide thermal SAM&S SPECIFICATION FOR SAM4S GIANT 100 THERMAL RECEIPT PRINTER
receipt, up to 3 Inch. ITEMS Printing Speed Maximum 250mm/Sec.
Resolution 180DPI.
Printing Width Maximum 72mm.
PAPER Loading Drop-In Type.
Dimension 80mm (Maximum) x @83mm.
Auto Cutter Guillotine Type (Jam-Free).
MEMORY PGM Memory 2 Mbyte.
Data Memory 8 Mbyte.
Data Buffer 64KB
RELIABILITY Mechanism (MCBF) 70,000,000 Lines.
TPH 1 x 108 Pulse, 150Km.
Auto Cutter 1,500,000 Cut.
Drivers Windows Driver, OPOS Driver,
. ' A Linux Driver, Mac Driver, Android SDK.
Thek_Glar_]t 100 has rE]rop & I_ltl)ad print Drawer Port 2 Ports (+24V).
making it easy to change rolis. Interface USB + RS-232 (RJ-45) + Ethemet (Standard),
USB + Wi-Fi (Optional).
Dimensions 120(H) x 142(D) x 128(W)mm.
OPTIONS Wall Mount Yes (Option).
Kitchen Bell Yes.
Splash Cover Yes.
Paper Partition Yes (Default).
BARCODE UPC-A, UPC-E, EAN8, EAN13, Code 39, Code 93,
Code 128, ITF, CODABAR, PDF417, QRCode.
DRIVERS WEPQS, POSReady2009, Windows XP Pro, Windows Vista,
Windows 7 Pro, POSReady 7, Windows 8 Pro, Industry 8,
0PQS, JPOS, Linux Cups, Mac (0SX 10.8), Android SDK.
SUPPLY VOLTAGE Input Voltage 100~240V AC.
. Frequency 50~60 Hz.
The Giant 100 has a wall mount Output Voltage 24V DC.
option, ideal if space is tight.

Below are the optional & standard
interfaces available for the Giant 100.
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USB + Wi-Fi (Optional).

SAM4S

USB + RS-232 (RJ-45) + Ethernet (Standard).
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